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Features & Benefits o

+ Robust Valve Design

« Diaphragm Operated
- Zero Pressure Rated

« Choice of seal material
« Pilot operated
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0) Features
OPD {Bar) PMax Orifice
PipeSize | Kv AC Voliages | DC Voltages Bar mm Cat No.
2" 41 010 G100 8 16.00 ACCa
3/4" 6.5 0-10 0-10 16 20,00 ACCS
1 103 0-10 0-10 16 25,00 ACCY
14" 206 0-10 0-7 16 32.00 ACCE
" 245 0-10 0-7 16 40,00 ACCD
413 0-10 0-7 16 50,00 ACCIO

Lol Voltnge DE Btz L 25 Kv = Flow (M3/hr) of water @ 1bar pressure drop
Coil Voltage AC 50Hz (~): | 110w, 230v
Voltage tolerance: | +10% or-10%
Duty Cycle: | 100% ED o'\H Flow Data
Pratection Class (Std): [IP&S (85 EN.&USZQJ 4 - Water Flow [GPM)
plug supplied as standard) :
10

Electrical Connection (Std):

PG9 Din Connector DIN 43650/150
4400 (EN 175301-803) Form 'A’
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Coil Insulation:

Class F (BS EN 60085) 155°C

(154} doug ainssaig

1000

12 3
Power Rating: | 22VA, 13 watts =
2
o e
¥ t o g & 5
Specifications ( @ v &R
A =2 L
- N
a
Function: | Normally Closed, Energise to open =
Ambient Temperature: | -0°C to 465°C
Maximum Viscosity: | 115 55U :
Body Material (Std): | Brass a1
Flange Tube: | Stainless Steel i 100
Plunger and Top Stop: | Stainless Steel Water Flow (L/Min]
Springs: | Stalnless Steel
Seal Material (Std): | Nitrile (BunaM) How to use the Flow Chart
Connection Type (Std): BSP 1. Select the required flow.
Shading Coil: | Copper 2. Mote the corresponding orifices/model and pressure drop.
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3. Using onfices/model, (refer to the Features panel) for
technical information
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Dimensions |°
[- l Size A B H | Weight{Kg)
1 I 1" 69 | 57 | 106 0.90
%" 73 57 114 1.08
i i i ] 1 1" 99 74 121 1.40
114" 112 86.5 | 150 3.40
%" 123 | 94 160 330
i 168 | 123 | 183 540
i y
| | Dimensions given in mm
Note:
- Tested in accordance with BS EN 12266-1
o‘} Options - PED Compliant
Seal Material | Media Temperature Range
EPDIM -50°C to +120°C
Vitan -20°C to +150°C

See corrosion reference guide and

sealing solutions for material compatibility

LED power indicator option
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