MORREL INTERNATIONAL 5. e

ACHL Series
2/2 Normally Closed

Features & Benefits ({3

!

- Heavy Duty Valve Design  *

= Manual Lever Reset Operation

« Mo voltage Release Safety Feature

= AC version fitted with DC Internal Rectifier
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PMax | Power | Weight
Pipe Size | Orifice Kv | OPD{BAR} | {Bar) Watls Kag Cat Mo.
38" w6 | 2 | o8 16 | 145 | 140 |AcHLZM
12" 16 | 3| o0-86 16| 145 1.40__| ACHLaM
34" 19 a 0-86 16 14.5 1.90  |ACHLEM
1 22 |9s| o-88 16 | 145 190 |ACHLTM
1% 38 | 23| 0-86 16 | 145 | 310 |AcHLEM
14" 38 | 23| 0-30 16 | 145 | 310 |acHLem
2 51 |a7| 0-30 16 | 145 | 370 |ACHLIOM
T ST ?,va 76 | 64| 0-10 16 | 145 | 780 |AcHLIIM
Coil Voltage AC 50Hz (~): | 24v, 110v, 120v, 230v 3" - e - e e
: 4 102 [167| 0-08 16 22 | 4050 |AcHLIZM®
el o e LR S o e | 152 |331] 0-03 | 16 | 22 | 7050 |acHLisme
Voltage tolerance: | +10% or -10% 8 200 |496| 0-03 16 22 | 15000 |ACHLI7M®

DutyCycle: | 100% ED

IP65 {BS EN 60529)

(plug supplied as standard) .

PG9 Din Connector DIN 43650/150( ("o ) IR

4400 (EN 175301-803) Form 'A' e’

Coil Insulation: | Class H (BS EN 60085) 180°C 5 i 4

Power. | 14.5 Watts, 22 Watts o : :
TG

* These valves are all flanged connections as standard PN10/16

Protection Class (Std): Kv = Flow (M3/hr) of water @ 1bar pressure drop

Electrical Connection (Std):
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Specifications /
_
G
Funtion: i FPF =
unction: | Normally Closed, Energise to Open . tE'J = K »‘? ; =
Ambient Temperature: | -10°C to +50°C <, § (.:Ef j;*n g
L) Zaf
Maximum Viscosity: | 115 55U 1 o 7 §
Body Material (5id): | Bronze
Flange Tube: | Stainless Steel 303
Plunger and Top Stop: | Stainless Steel 430FR
Springs: | Stainless Steel 302 51

1a 100

Seal Material {Std): | PTFE

Water Flow (L/Min)

Connection type (Std): | B521

Mote: Consult factory for flow figures for valves above 215"
Max 180°C

How to use the Flow Chart

1. Select the required flow.,

2. Note the corresponding orifices/model and pressure drop.

3. Using orifices/model, (refer to the Features panel) for
technical information
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Mounting
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| Size A B

s -Y" 70 100 | 75incplug | 184

W%"-1" 44 70 75incplug | 196

Q 1%"-1%" | 63 76 | 75incplug | 221
o 63 76 75incplug | 233

2"-2%" | 260 137 | 75incplug | 273

A 3 197 137 | 75incplug | 273

4" 292 285 190 577

Solenoid Coil may be :.. i;g ::g ;?g g?:

rotated to any angle.

Seal Material | Media Temperature Range
EPDM -50°C to +120°C Mate -
Viton 20°C to +150°C =0On ;IFAC Sljlppi)i where media is above 80°C a separate
PTEE T e—— recnﬁ?rls to be used (PSU) :
. . = If the inlet pressure on the seat exceeds 18kg the inlet
S OO eevEnCE QU pressure must be relieved to open the valve
sealing solutions for material compatibility . Dimensions given in mm
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