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Features & Benefits (P Out (2)
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- Heavy Duty Valve Design va= VY
« Piston Operation : o o
- Wide Temperature Range Capabilities f.LI;)
« Choice of Valve Body Material and Seals In(1)
« Response time up to 17 40-100ms
- Respense time up to 27 60-1000ms
o" Features
Electrical Characteristics ° QER P.Max | Orifice
il Pipe Size | ON | ACVoltages | DC Voltages | (Bar) mm Cat No.
Coil Voltage DC (=): | 12v, 24v, 110v ol B By e e Roor :E:Z‘
=oilVoligge A oz R 2ave LAk L a;2aL ”2.. ;223 {:.3 10.3 n-3 10-3 . oo ACP:
Coil Valtage AC 60Mz (~): | 24v, 110V, 120v, 220v = = 2L Hp LRk
T T 1" | 5001 03-103 | 03-103 50 | 2500 | ACP7
olfage Tolerance: -
g — ;’ E; 14 |9669| 03-103 | 03-103 | so | 3000 | Aces
She L0 1% | 9669 03-103 | 03-103 50 3000 | ACP9
Pratection Class (sep- | B85 (83 EN60523) 2 [11665] 03-103 | 03-103 | s0 | 3200 | ACPIO

{plug supplied as standard)

Electrical Connection {Std):

PG Din Connector DIN 43650/150
4400 (EM 175301-803) Form 'A’

Coil Insulation:

Class H (BS EN 60085) 180°C {E5 type) °J Flow Data
N, -

Qn = Flow of air in litres/min @ 20°C. Input & bar Ap of 1 bar

Power Rating: | 14.5 watts, T9VA . Air Flaw Ft*/hr
1;-\.3 J"C::.' I5|IJG 1l_',;J|:| I-'E'r'IE' 'IE?H:‘I 33][:0E
. . ; 1 i
=0
Function: | Normally Closed, Energise to open E
Ambient Temperature: | -10°C to +50°C 2
Maximum Wscosity: | 115 55U E B
Body Material 3/8"- 1| Brass C2122 i
Body Material 1% - 2% | Bronze DIN1705 = |
Flange Tube: | Stainless Steel 303
Plunger and Top Stop: | Stainless Steel 430FR
Springs: | Stainless Steel 302
Seal Material (Std): | Nitrile (BunaN) o oo
Connection Type (5td); | B521 Flow m*/hr
Sl SOk ) SOPRR How to use the Flow Chart

1. Select the required flow.

2, Note the cormesponding orifices/model and pressure drop.

3, Using etifices/model, (refer to the Features panel) for

technical Information
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MNote:

- Tested in accordance with BS EN 12266-1

- PED Compliant
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Dimensions fol
A B D Weight (Kq)
3/8" - 145" 85 126 150 130
85 135 155 1.30
85 | 135 | 155 230
1W"-1%" | 117 133 209 3.00
146 145 209 5.20

Dimensions given in mm

See solenoid enclosures for specific details

AMSI and PN flange connections available
Mounting bracket option available
LED power indicator option

Morrel International S.r.l.
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Solenoid Enclosure Body Material Seal Material | Media Temperature Range
Protection Class | Electrical Entry Ambient Stainless Steel 316 EPDM -50°C to +120°C
EExdTa {IP67] | M20 X 1.5 Female | -50°C to +40°C Viten -20°Cto +150°C
EExd T4 (IP67) | M20 X 1.5 Female | -50°C to +70°C PTFE -200°C to +180°C
M16 X 1.5 Male
ExmT5 (IP65) | i vinG LEAD S See corrosion reference guide and
EExia M20X 1.5 -40°C to +65°C sealing solutions for material compatibility

Mounting



