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SOLENOID VALVE MOD.ED/200

OVERALL DIMENSIONS

DRAWING N°11314

Solenoid coil wound with double-enamel Class H
wire, absorbed power 28 Watts. 12 to 3BO V voltage.
10® tolerance. Due to their particular design, these
valves can only operate with direct current.

In case of alternating current, a terminal board
can be provided which includes a bridge rectifier
and a recycling diode.

Model R2/L for normal and waterproofing sealing,
R2/E for EEx-d (CESI Certificate AD/B2~204).

OPTIONALS - - -« LB ] ) - i N
IP55 waterproof solenoid enclosure.

EEx~-d explosion-proof solenoid enclosure
(CEI Standards 31.1 IIB T5) CESI Certificate
AD-82.203. .
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- ELECTRICAL CHARACTERISTICS SPECIFICATIONS

Solenoid valves model ED/200 are specifically

designed for fluid systems, and in particular for
systems operated by dry air. Their rugged construction
makes them suitable for field installation.

The absence of any packing gland and the fact that
moving parts are in direct contact with the control-
led fluid prevent any possibility of trouble due to
oxidation caused by atmospheric substances.

CONSTRUCTIONS .

Valve-seat gaskets consist of O-ring not subject to
axial movements. Internal parts in stainless steel,
brass body. . :

Weight: 2,7 Kg..
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DIRECT ACTING TWO WAY SOLENDID VALVES
Model ED 200
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Nomenclature
1 - 12001 Body size §# 55 gg;; %g;tags;':?;her
13) e ég?g% ?g\sl::?‘% i?;e pin 9576 Elgctromagnet locking ring
4 - 62015 0-Ring sea? EK12 Coil
1 - 12010 Body size @ 65 63231 0-Ring seal
2 - 9609 Moving core 62-28 0-Ring seal
3 - 9614 Insert ring pin 63268 0-Ring seal
4 - 62018 0-Ring sea 63106 0-Ring seal
1- 11324 Body size @ 78 R2 Rectifier plate for AC operation
2 - 11325 Moving core 3 3MAx10 UNI 6107 screw (4 pieces)
3 - 9624 Insert r'in? pin 10417 Upper solenoid cover
4 - 62025 0-Ring sea MS 3102 ConnecEOr
1 - 11316 Body size @ 94 MS 25043 Conneg or“E?Iver
2 - 11317 Moving core 7650 gondu]eE i
3 liaie 0 gt g o e Cnael o
' ?{133?5 ?;ﬁiggriﬁa YA 2.9x13 TCB 2.9!1'3: SCrews (4 pieces)
10915 Driwing pin 10058 Condulet i‘E“
9575 Core guide 10059 Condulet "E“ cov$r
10414 Bottom electromagnet cover 63206 Condulet "E" sea
10415 Top electromagnet cover VICRE 5x15 DIN 912 5MAx15 screws
10416 Skirt
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