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MORREL INTERNATIONAL . @sm

INTERNAL  PILOT

THREE - WAY  SOLENUID VALVES

Model E/355 + 3155

dype EExd

Table 316 A

=

Nomenclatur

1-12247
1-12202
1-12215
12203
12204
12205
12206
12207
12208
12209
12210
12211
12212
12213
12214
12216
2500
2855
2-10716
2-10717

Body 1/4"

Bedy 3/4"

Body 1/2"

Stem

Lower plug

Valve seat

Lower diaphragm plate
Upger diaphragm plate
Inlet gasket § 6
Insert ring § 6
Qutlet gasket ¢ 6
Qutlet gasket stogper
Diaphragm

Diaphragm retainer ring
Bottom seat

Movable core

Sprin?

Movable core spring
Core guide STD -T3S
Core guide EEXD

3- 9545 EEXD-TS magnet bottom cover
3- 4005 STD magnet bottom cover
9546 EEXD-TS magnet top cover
9863 STD top cover
9862 External STD skirt
9744 External TS skirt
9541 External EEXD skirt
9542 EEXD magnet cover
9745 TS skirt cover
9544 Internal EEXD-TS skirt
9 Fastener
10 Spring washer
14 . DIN 8§15 Mdxb screw
EM2 * Coil
62131 0-Ring seal
6105 0-Ring seal
63150 0-Ring seal
G2106 0-Ring, seal
63225 0-Ring seal
6121 0-Ring seal
0-Ring seal

P

Maintenance:

Due to the negligible

friction of the moving parts,

requiring no lubrication, this solencid valve can

operate for long time

with no maintenance,

If it would be necessary to replace any component

or cleaning the valve
fallows:

- Unscrew cover 9542

inside, disassemble it as

after having unclocked screw

14, take out stopper 9, spring washer 10 and
take out the full coil assembly.

Unscrew core guide
fitted into the two

take some care indo

Morrel International S.r.l.
Tel. +39 023560433
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10717 by means of a compass key

holes on guider's top:

ing that, otherwise this part

could be severely damaged.

- Take out ring 12213, gasket G 3150, plug 12214 and
push stem 12203 upward,

- Check if any part is weared and replace it if so.
- Reassemble the valve using drawing 12201 as guide:

Pay attention that stopper 9 were placed correctly
in fts seat, using a pipe with inside diameter

16 + 17 mm. as tool for pulling it in place, if
required.

Adr?esss your request of spare parts to Morrel S.r.i.;
Indicating their part nuiber, assembly drawing number
and valtve full code. 3



